LIT-1110

Cylindrical, slim projector for three-circuit track applica-
tion that can be rotated and tilted to direct lighting where
it is needed. The lower lumen range provides the perfect
solution for a more subtle illumination.
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Lumen, maintenance
& failure rate

L90/B10
>80,000 hrs

Body material

Aluminium body powder coating

Dimension

H 130mm D 58mm

Colors

Check colors index

Power supply

Electronic Driver

H(m) Diameter(m) (Ix)
1.0 0.33 4685
2.0 0.65 171
3.0 0.98 521
% 4.0 1.31 293
5.0 1.63 187
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Reflector

Optical Lens

Swivel angles

350° horizontal, 90° vertical ?
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*Longer lead time

Customizable on request
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Cece II:Eraen Il:ﬂmiennaire Efficiency \vaEa?tage '?;rlr?p:erature CEL AT
561121X 990 Im 870 Im 138.0lm/w 6.3W 3000k 20°
561123X 990 Im 870 Im 138.0lm/w 6.3W 3000k 36°
561221X 1316 Im 1155 Im 128.4Im/w 9.0W 3000k 20°
561223X 1316 Im 1155 Im 128.4Im/w 9.0W 3000k 36°
561321X 1724 Im 1511 Im 116.3Im/w 13.0W 3000k 20°
561323X 1724 Im 1511 Im 116.3Im/w 13.0W 3000k 36°
561121Y 1044 Im 913 Im 145.0Im/w 6.3W 4000k 20°
561123Y 1044 Im 913 Im 145.0lm/w 6.3W 4000k 36°
561221Y 1388 Im 1218 Im 135.4Im/w 9.0W 4000k 20°
561223Y 1388 Im 1218 Im 135.4Im/w 9.0W 4000k 36°
561321Y 1819 Im 1598 Im 123.0lm/w 13.0W 4000k 20°
561323Y 1819 Im 1598 Im 123.0Im/w 13.0W 4000k 36°
Code | White | Black

X 1 7

Y 2 8
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