LIT-13200

Durable outdoor uplight for in-ground installation with a
long-lasting performance. A sleek design that blends
seamlessly into any landscape. The mid-size solution
within this range.

Liteway

LIT-13200 | Outdoor Uplights | External driver
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Lumen, maintenance
& failure rate

L80/F50
>60,000 hrs

Body material

Stainless steel body/frame

276 Dimension H 79mm D 75mm
155 Colors Stainless steel
99 .

Diffuser Clear glass

C0-C180

Power supply

External 24V DC driver

p— ®75— Reflector High efficiency optical lens
r _{ Driver box Available upon request
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Code LD U Efficiency — izl Beam angle
lumen lumen wattage temperature
4117514 585 Im 411 Im 76.1Im/w 5.4W 3000k 18°
4117515 625 Im 490 Im 90.7Im/w 5.4W 4000k 18°
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LIT-13200

Durable outdoor uplight for in-ground installation with a

long-lasting performance. A sleek design that blends

seamlessly into any landscape. The mid-size solution

Liteway

W LIGHTING SOLUTIONS

LIT-13200 | Outdoor Uplights | Built-in driver
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within this range. ’ ‘ ’ ‘Q ce ’
H(m) Diameter(m) L Lumen, maintenance L80/F50
& failure rate >60,000 hrs
1.0 0.30 2482
20 m o1 Body material Stainless steel body/frame
3.0 0.89 276 Dimension H79mm D 75mm
4.0 1.19 155 Colors Stainless steel
50 co1-:$eo 99 Diffuser Clear glass
Reflector Included high efficiency optical lens
p— ®75— Driver box Available upon request
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Code LD U Efficiency — izl Beam angle
lumen lumen wattage temperature
4110514 549 Im 193 Im 57.4Im/w 3.36W 3000k 17°
4110515 549 Im 193 Im 57 .4Im/w 3.36W 4000k 17°
Accessories
Element | IP 67 DRIVER 30W, 24V / Model | 5 polos IP connector
&
Max. 6 pcs/ Driver /;i IP Rate P68 T
i
R
Code 186633 / ; Code 0101010
2 ways |IP connector 3 ways IP connector
Model 3 poles Model 4 poles
IP Rate | Ipes " IP Rate | Ipss T
Code 0100010 ' Code 0101020
2 ways |IP connector
Model 4 poles
IP Rate | P68
Code 0100020
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